
Cerberus is an active sonar which enables the continuous 

monitoring of underwater activity and provides a full 360° 

surveillance picture beneath your yacht.

G U E S T  S A F E T Y  &  T R A C K I N G
 ›   Monitor in-water activity by tracking surface swimmers, divers 

and underwater vehicles

 ›   Establish perimeter alarms, raising alert if guests venture  

beyond a safe range from your yacht

 ›   Guest location displayed on the bridge or security office

S E C U R I T Y  &  S U R V E I L L A N C E
 ›   Automated detection, classification and tracking of inbound 

threats such as divers and submersibles

 ›   Underwater surveillance as part of the yacht’s security and 

layered response plan

 ›   Targets displayed on stand-alone system or integrated into  

yacht security system
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Wide bandwidth frequency agility  

Optimum sonar performance varies depending on target type and 
water conditions. By using configurable transmissions and advanced 
processing Cerberus achieves best in class detection performance.

Highest power to size ratio  

At 208dB the sonars transmit power is the highest in its class providing 
maximum sonar coverage. The 23kg sonar is easily handled by the 
slightest crew member.

Target classification from moment of detection 

capable of tracking multiple targets at any time Cerberus 

provides a classification from the first point of contact 

providing maximum time for the operator to respond.  

Cerberus can identify divers, swimmers and Underwater 

Vehicles and can also discriminate between fish, boat  

wakes and debris providing an extremely low false  

alarm rate.

T E C H N O L O G Y  U N I Q U E  T O  C E R B E R U S

C E R B E R U S  Y A C H T  S O N A R
U n d E r w A T E r  S A f E T y  &  S E C U r i T y



D E p L O Y m E N T
 ›   Smallest and lightest diver detection sonar in class

 ›  Simple ‘over the side‘ or through hull deployment

 ›   Easily deployed by a single crew member

O p E R A T I O N
 ›   Simple and intuitive control and display

 ›   Tracks plotted on navigation chart or exported as nMEA data

 ›   Automated operation with automatic alarming

 ›   Minimal training

I N T E G R A T I O N
 ›   Can be operated stand-alone or integrated into yacht security  

or ECdiS system

H E R I T A G E
Cerberus is a diver detection sonar system with proven track  

record in the defence and superyacht markets.

ATLAS ELEKTrOniK UK brings over 70 years of underwater  

sonar expertise to the superyacht market and is widely recognised 

as one of the UK's leading sonar manufacturers.

Cerberus Sonar Head   

Physical: 0.3m(dia.) x 0.377(h), 23kg

max Cable Length  

75m

processing Unit   

3U 19” Card frame

power Requirement  

400w rMS (1.9kw Peak), 240/115V A.C., 

10A/20A

User Interface   

KVM connection to integrated PC running 

Cerberus GUi

ARpA Interface   

NMEA output: ArPA data string for  

each displayed target ($STMM...)

NMEA input: Ships own heading and  

GPS data

T E C H N I C A L  O V E R V I E W

WeiGhT: 23kg
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C E R B E R U S  Y A C H T  S O N A R 
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